(CAN)

Flight Manual

24

P

ASW

List of Effective Pages

a

0.2

¢
s
@
o
Iy
s
i, C
T X
[=a
@
o
T =
£
—
~ e
L = @
£x = ot
C | @
Fr - a
SN S »
.'\ .- s
o N
L= 1 a2




ASW 24 Flight Manual (can)

Paat]

2.7 Manceuvring Load Factors
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Limitations Placards

Segelflugzeugbau A. Schleicher GmbH & Co. Poppenhausen

model: ASW 24 SNo.. 24 XXX

DATA and LOADING PLACARD
Empty Mass (Weight): kg
Max. Mass (Weight): 1102 Ibs. 500 kg
Min. Cockpit Load: kg
Max. Cockpit Load: kg
Maximum Speeds:
Auto or Winch Launch W/L: 75.5 kts. 140 km/h
Aerotow A/T: 97 kts. 180 km/h
Operating Landing Gear: 110.6 kts. 205 km/h
Maneuvering Speed: 110.6 kts. 205 km/h

1235 to 1455 Ibs.

Strength of Weak Link for A/T and W/L

560 to 660 daN

Tire Pressure: Main Wheel:

34to 37 psi

2.4 to 2.6 bar

Tail Wheel:

34to 37 psi

2.4 to 2.6 bar

iREDUCED MINIMUM COCKPIT LOAD
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