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TN-No 

 

LBA-AD-No. 
Issue Date 

TN 
Issue Date 

Version & Serial no.s 
affected Subject Compliance Inspec-

tion Ref. 

 

 
 
 
13/1-04/11 
 

ALEXANDER SCHLEICHER
GMBH & CO

Segelflugzeugbau
D-36163 Poppenhausen

License: DE.21G.0010

1 
 29.03.89 

 

LBA- app.:05.03.90 

all ASW  24, ASW 24 E and ASW 
24 TOP 

for registration in the Netherlands

Some structural modification are necessary for the 
Netherlands (only in german language) 

only for Export to the 
Netherlands 

 

2 

 
92-8 

17.02.92 
 

07.11.91 
 

LBA-app.:18.12.91 

all ASW 24 E 
as of 24801 until 24847 

as of 24848 serial standard 

A) Securing of the screws at the engine support bracket. 
B) Replacemant of the lower support bracket of the gas spring 

near the screw jack. 
C) Supplement to the Maintenance Manual. 

ad A) and B): prior to the next take-off 
ad A) until C): on the occasion of the 
next annual C. of. A. inspection, but 
before or on  March 31, 1992, at 
the latest 

 

3 

 

RAI-
approved 

03.03.92
03.03.92 

all ASW 24 E 
for Export Italy 

Flight Manual Revision 
 only for Export to Italy 

 

4 

 
09.09.92 

 

LBA-app.:20.10.92 
all ASW 24 E Modification for optional operation with/without 0,3 m high 

winglets none, optional mod only 

 

5 

 

 05.01.95 
 

LBA-app.:09.01.95 
all ASW 24 E 

 

Improvement of the product by modification of the wing 
leading edge section. Optional retrofit mod to the outboard 
wing leading edge

None, optional retrofit mod or 
optional when building new 
pair of wings for major repairs 

 

6 
 28.06.99 

 

LBA-appr.: 14.03.00 
all ASW 24 E 

 
Nose bolt with O-Ring for horizontal tail 
 (provisional only in german issue) 

none, optional on customer’s 
request 

 

7 
 18.10.06 

 

EASA-appr.: 13.11.06 
all ASW 24 E 

 Modification of the landing gear 
optional 
standard on new production 
and replacement

 

8 
 20.03.07 

 

EASA-appr.: 10.05.07 
all ASW 24 E Installation of Winglets optional 
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License: DE.21G.0010

 

9 
 26.06.07 

 

EASA-appr.: 11.07.07 
all ASW 24 E Relocation of aerotow hook to the fuselage nose optional retrofit 

 

10  06.12.07 
 

EASA-appr.: 23.04.08 all ASW 24 E Extension of service life before reaching the service life of 
6000 hours  

11  13.02.09 
 

EASA-appr.: 29.01.08 all ASW 24 E 
Installation of transponder antennas behind or 
sideways of the landing gear 

none, 
optional on customer’s request  

12  01.03.11 
 

EASA-appr.: 23.03.11 all ASW 24 E Installation of a cockpit vent behind the canopy frame none, 
optional on customer’s request  

13    intentionally left blank   

14    intentionally left blank   

15  15.09.17 
 

EASA-appr.: 15.09.17 all ASW 24 E Specification update of the flexible fuel tanks in case of replacement or new 
installation of a flexible fuel tank  

16  02.05.19 
 

EASA-appr.: -- 
all ASW 24 E intended for 

registration in Canada Flight Manual Revision In case of export  
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ALEXANDER SCHLEICHER
GMBH & CO

Segelflugzeugbau
D-36163 Poppenhausen

License: DE.21G.0010

17  07.11.19 
 

EASA-appr.: 18.08.11 all ASW 24 E Alternative rim for main wheel none, 
optional on customer’s request  

18  03.04.20 
 

EASA-appr.: 07.09.20 all ASW 24 E Specification of service life limitations for the brake 
hoses of the hydraulic wheel brake 

none, 
optional on customer’s request  

 


